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e 2 :é— i The big pixel pitch and transparent video curtain solution for Events & Ads




Indoor double side LED strip

Indoor single side LED strip

Itis designed for indoor & outdoor large area of video displays with long viewing distance

The length of single strip(maximum 14meters) and pexel pitch can be customized
Good ventilation and light transmission performance _ Aluminum alloy structure  Only 9kg/sq.m{single side)

Theinterspace rate is over 40%
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Model PS25(single side) PS31(single side) PS0O25(double line)
Pixel pitch 25.0mm 31.25mm 25.0mm - . . e ' T T A T O g
LED lamp SMD3535 SMD3535 DIP RGB346 = il U
Operating environment ‘ indoor outdoor HR-Gpeng )

Module size(mm) L3200x W15 L3000x W15 L2600x W30 - . . . MLIALL FRINE

Panel size(mm) L600 x W3200 x T14 L750 x W3000 x T14 L800 x W2600 x T25
Panel weight(kg) 17.3 15.8 437
Viewing angle(®) ' 120 120 110/50

Light transmission rate

Pixel density(dot/sq.m) 7 _ Yo u r id e a
Scan mode

Brightness(cd/sq.m)

Refresh rate(Hz)

Gray scale(bit)

Protection level IP40 IP40 IP65
Power consumption(W/sq.m) " 480/160(Max./Ave.) I 300100(Max./Ave.) | 700/270(Max./Ave.)
Power input 100~240VAC/50~60Hz

Operating temp./humidity(°C/RH) -40~+60/10~90%

Maintenance | Rear

We realize
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